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23
E+n x 10" E+3 x 1000
kg/

1 2.0E+2 34E+1 8.5E+1 2.0E+2 520.0
2 4.2E+4 5.3E+1 1.1E+2 6.2E+2 43,102.6
3 1.7E+3 2.2E+1 2.7E+1 9.0E+1 1,847.0
4 3.5E+2 9.3E+1 15E+2 8.0E+2 1,400.5
5 47E+2 1.6E+1 3.1E+1 1.2E+2 640.0
6 6.8E+2 24E+0 1.1E+1 1.8E+1 712.2
7 44E+1 5.0E+1 1.0E+1 2.0E+2 300.7
8 1.5E+3 8.0E+2 7.8E+2 3,085.4
9 3.3E+2 1.4E+3 6.3E+0 5.4E+2 2,256.2
10 2.7E+2 7.0E+2 2.8E+2 9.7E+2 22154
11 7.7E+1 1.3E+2 5.0E-1 1.3E+3 1,459.2
12 5.7E+2 1.1E+3 1,650.0
13 7.0E-1 1.5E+0 45E+2 449.0
14 8.5E+1 1.0E+3 1,125.0
15 6.7E+1 2.1E+2 7.7E+1 2.2E+3 2,580.0
16 29E+3 9.9E+1 1.6E+2 2.1E+3 5,250.9
17 8.4E+1 1.0E+2 3.8E+1 1.4E+3 1,580.5
18 6.7E+1 2.1E+1 1.3E+2 217.0
19 6.7E+2 1.0E+2 5.0E+1 816.6
20 15E+2 1.0E+2 4.2E+2 679.4
21 1.3E+2 25E+2 375.0
22 3.8E+2 5.3E+1 2.6E+3 3,026.0
23 1.0E+2 2.8E+2 24E+1 1.8E+3 2,167.0
24 2.3E+2 45E+0 5.0E+2 739.0
25 8.4E+1 1.2E+1 9.6E+1 192.0
26 1.3E+1 2.0E+0 9.2E+1 107.0
27 15E+1 6.8E-1 3.5E+2 364.0
28 5.0E+1 3.0E+2 6.7E+2 1,025.0
29 6.3E+0 6.9E+1 75.0
30 5.0E+1 50.0
31 15E+2 2.2E+1 1.3E+2 300.0
32
33 1.0E+3 1.2E+2 5.9E+0 2.7E+2 1,396.0
34 1.4E+2 1.1E+2 2.7E+2 512.4
35 5.0E+1 1.6E+1 59E+1 125.0
36 3.6E+0 5.4E+0 2.3E+1 320
37
38 6.1E+1 5.4E+0 1.9E+2 257.0
39 1.3E+1 5.6E+1 2.2E+2 288.0
40 2.2E+2 5.6E+1 1.1E+0 5.0E+2 7745
41 3.0E+2 2.3E+1 1.3E+2 450.0
42 3.1E+1 1.2E+2 150.0
43 1.6E+2 1.9E+1 9.7E+0 7.8E+1 271.6
44 1.3E+2 134.0
45 5.9E+1 3.9E+2 450.0
46 1.9E+1 1.3E+2 150.0
47 3.6E+1 1.9E+2 225.0

54E+4 6.6E+3 1.2E+3 2.3E+4 85,523.1




